Product Name

Product Description
BASIC USE Ametco fence and gate systems are both functional and decorative, and are designed to meet modern security and design requirements while harmonizing with the surrounding environment. Offered in a variety of designs, styles and materials, Ametco fence and gate systems are suitable for both exterior and interior applications in military, commercial, corporate, recreation, education and residential settings. Exterior applications include secure and/or decorative perimeter enclosures, sunshades, louvers, screens, window guards, railings, infill panels and trash enclosures. Interior applications include handrails, drop ceilings, sign backdrops, dividers and displays.
COMPOSITION & MATERIALS Ametco fence and gate systems are manufactured of extruded aluminum, welded steel and/ or stainless steel. Composition and material vary by product model.
Fences
Ametco Fencing Systems are available in 9 Steel Security fence models, 5 Welded Wire fence models, 7 Fixed Louvre fence models and 7 Aluminum fence models.
Steel Security Fencing systems consist of modular open grille or fixed louver fencing panels, gates, posts and hardware. Fence panels are fabricated from electro-forged steel. Posts are manufactured of flat steel bars or square steel tubes. Steel bars have a yield strength of 36,000 psi and tensile strength of 58,000 psi. The steel fencing, gates and posts are hot dip galvanized after fabrication, then polyester powder coated to one of 15 standard colors.
Ametco Fixed Louvered Fencing systems consist of fixed louver modular fence panels, fence posts, gates and hardware. Systems are fabricated of aluminum, steel or stainless steel, depending on application and model, with a polyester powder coat finish.
Ametco Welded Wire Fencing consists of modular fence panels, tubular steel posts, gates and panel fasteners. Fence panels are constructed of galvanized steel wire and are welded to form an open mesh. Posts are fabricated from galvanized or Galvalume steel. Gates have welded frames fabricated from steel tubing and welded wire panels to match fencing. Panel fasteners are U-shaped clamping strips or K-shaped strap-types, depending on model. The fence system is finished with a polyester powder coating.
Ametco Aluminum Fencing systems consist of modular fence panels, posts and gates. Fence panels are fabricated from extruded aluminum framing bars and are supported by extruded aluminum fence posts. The fence system is finished with a polyester powder coating.
Gates
Ametco gate systems are available in swing, V-wheel roller and aluminum track cantilever models, and are offered in more than 13 designs for seamless integration with Ametco fencing. Gate frames are fabricated of welded aluminum, stainless steel or steel tubing. The frame is infilled with steel security fencing, aluminum or stainless steel fixed louver fencing, or steel welded wire panels to match the fencing material.
Swing gates are furnished with tube frame, infill panels, posts, hinges, a padlockable slide bolt and padlockable cane bolt.
V-wheel roller gates are furnished with gate frames, infill panels, posts, U-bolts, guidewheel brackets, V-wheels, V-wheel mounting brackets, V-track and wheel stop. V-wheels are made of steel or plastic according to application requirements.
Ametco Cantilever Gates are custom fabricated to fit project-specific requirements. Tracks are available in steel or aluminum. Steel gate frames and infill panels are hot dip galvanized and powder coated for maintenance free protection from the elements. Aluminum gates are powder coated after fabrication. • Fiesta Design -Suitable for applications with high security requirements in which security with visibility is needed, such as airports, schools, power plants and hospitals; durable and easy to install; manufactured of the strongest materials; uses modern fastening systems with special U-shaped clamping strips; 2" × 8" (51 × 203 mm) mesh with 1/4" (6.4 mm) diameter vertical wire and two 5/16" (7.9 mm) diameter horizontal wires • Guardian Design -Fence system for applications with medium to high security needs; same 2" × 8" (51 × 203 mm) mesh design as Fiesta, but mounts to the post with synthetic K-fasteners, clamping brackets and safety screws; easy to install; posts coated with aluminum zinc for up to triple the protection of comparable hot galvanized versions • Park Design -Economical fence systems for applications with basic and medium security needs; manufactured with high tensile wire that is welded, then hot dip galvanized before powder coating; 2" × 8" (51 × 203 mm) mesh constructed of 1/4" (6.4 mm) diameter vertical wire and two 1/4" (6.4 mm) diameter horizontal wires • Amopanel Design -Attractive perimeter fence system designed for applications with basic security requirements; the most economical of Ametco welded wire fence designs; offers a well-balanced price/performance ratio; 2" × 8" (51 × 203 mm) mesh constructed of 3/16" (4.8 mm) diameter wire with strengthening folds for increased stability and visual appeal • Gala Design -Fence system for applications with medium to high security needs; characterized by durability and easy installation; uses a simple fastening system; flexible; can be installed on slopes; 2" × 8" (51 × 203 mm) mesh constructed of 1/4" (6.4 mm) vertical wire and 14 gauge 3/8" × 3/4" (9. • Phoenix -Provides 80% or 100% visual blocking; fabricated from extruded tubular aluminum blades; the strongest fence system in the louvered product line; available in both fixed and adjustable styles; 1/2" × 4" (12.7 × 102 mm) fixed louver blades, inclined 45 degrees and spaced at 2.83" (72 mm) for 100% direct visual screening or 3.4" (86 mm) for 80% direct visual screening • Saturn Design -Two alternating rows of 1/2" × 4" (12.7 × 102 mm) extruded aluminum tubes provides both visual screening and ventilation; fencing can be configured vertically to limit climbing, or horizontally Aluminum Fence System Ametco Aluminum Fencing products are manufactured from extruded aluminum sections and have a powder coat finish. Ametco aluminum fencing is available in the following designs:
TyPES
• Blade Design -Manufactured from 1/2" × 4" (12.7 × 102 mm) extruded aluminum tubes that can be spaced from 1" -4" (25.4 -102 mm) apart; fencing can be configured vertically to limit climbing, or horizontally
• Saturn Design -Manufactured from two alternating rows of 1/2" × 4" (12.7 × 102 mm) extruded aluminum tubes; provides both visual screening and ventilation; can be configured vertically to limit climbing, or horizontally • Corral Design -Manufactured with 4" (102 mm) ridged extruded aluminum horizontal rails in a 2-, 3-or 4-rail design; superior rail strength allows posts to be spaced up to 12' (3.7 m) apart; establishes a perimeter without a "fenced in" look • Eclipse -Inclined, flanged louver blade provides 80% visual blocking; 1 31/32" (50 mm) wide fixed louver bars spaced at 2 1/16" (52 mm) • Total Eclipse -Inclined, flanged louver blade provides 100% visual blocking; 1 31/32" (50 mm) wide fixed louver bars spaced at 1 13/16" (46 mm) • Venetian -A V-shaped louver blade providing 100% visual blocking in any direction; can be used horizontally or vertically; 1 3/4" wide × 2 1/2" high (44 × 64 mm) fixed louver bars spaced at 2 5/8" (67 mm) • Phoenix -Provides 80% or 100% visual blocking; fabricated from extruded tubular aluminum blades; the strongest fence system in the louvered product line; available in both fixed and adjustable styles; 1/2" × 4" (12.7 × 102 mm) fixed louver blades, inclined 45 degrees and spaced at 2.83" (72 mm) for 100% direct visual screening or 3.4" (86 mm) for 80% direct visual screening
®
Swing Gates
Gates are available in steel, aluminum or stainless steel. Steel gate frames, infill panels and posts are hot dip galvanized after fabrication. All gates are polyester powder coated for maintenance-free protection from the elements.
V-Wheel Roller Gates
Ametco V-Wheel Roller Gates are custom fabricated and have a dual wheel option that makes it ideal for large openings. The rolling mechanism consists of frame-mounted steel wheels that ride on the track. The roller gate assembly is braced at the top by adjustable guide wheels that are mounted with brackets to the support posts.
Cantilever Gates Custom fabricated to fit project-specific requirements, Ametco Cantilever Gates are available with a variety of track configurations, from Monorail steel to top mount aluminum track, enabling even the largest gates to perform smoothly. Cantilever slide gates are furnished with gate frames, infill panels, posts, guidewheels and aluminum track or T-track, in either single or double track models. Tracks can be top or bottom mounted.
SIzES
Custom sizes are available. COLOR, FINISH Ametco steel fence and gate systems are hot dip galvanized before powder coating, which may leave rough areas on the treated surface, although it does not impair the coating's corrosion resistance. To ensure protection from the elements, improve rigidity, eliminate maintenance and endure exposure without crazing or fading, standard size components receive polyester powder coating; large gate panels are coated with a 2-part polyurethane coating.
Fences 
Maintenance
The powder coated finish supplied on Ametco fence and gate systems requires little or no maintenance.
Technical Services
Technical assistance, including more detailed information, product literature, test results, project lists, assistance in preparing project specifications and arrangements for application supervision, is available by contacting Ametco.
Filing Systems
Additional product information is available from the manufacturer upon request. Cantilever Gate Steel Monorail
